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QK-A021 AIS Receiver Dongle (Auto-hopping V1.0)

Features

Receiving on dual channels (161.975 MHz and 162.025 MHz) alternately
Auto-hop channel algorithm improves 4% of captured message rate
Sensitivity down to -106 dBm@30% PER

Up to 45 nautical miles receiving range

USB 2.0 powered (<26mA@5.0V)

38400 bps baud serial over USB

Message output in industry NMEA-0183 format

Supports interworking with NMEA-0183 GPS receiver

SMA connector for 50 Ohm VHF antenna

SMA to BNC coaxial adaptor included

Compatible with Windows XP,7,8,10,Mac OS X, Linux systems
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1 QUICK START

1.1.To start setting up QK-A021, please ensure there are valid AlS signals present. Without
receiving valid AlIS signals, the USB connector will not output any messages. The AlS system
works on the marine VHF band, which is considered to be ‘line of sight’ radio. What this means
is that if the QK-A021 antenna cannot see the antenna of the vessels, the AIS signals from
vessels will not reach the QK-A021. Practically, this is not strictly a requirement, few buildings
and trees between them will still be fine. Larger obstacles such as hills and mountains, on the
other hand, will significantly degrade the AIS signals.

NB: The yellow LED on QK-A021 will flash if a valid AIS package received. In another words,
don’t expect QK-A021 to have any AIS messages coming out if the yellow LED light is not
flashing.

1.2. Connect the module to a suitable VHF antenna. BNC or N type adaptors can be used to connect
QK-A021 with different types of external VHF antennae:

MA cable

BNC connector with cable

N type connector with cable

1.3.To enable the USB data connection of QK-A021 to other devices, related hardware drivers may
be needed dependent on system requirements.

For Windows 8, 7, Vista and XP, the driver can be found on the CD in the packing box or can be
downloaded from the Quark-elec website at:
http://www.quark-elec.com/drivers
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No drivers are required on Windows 10, QK-A021 registers itself to the computer as a virtual
serial port on Windows. A new COM port will automatically show up in the device manager after
plug in.

For Mac OS X, QK-A021 will be recognized and shown as a USB modem. The ID can be
checked with the following steps:

--- After plugging QK-A021 into a USB port, launch Terminal.app.
--- Type Is /dev/*usb*

--- Mac systems will return a list of USB devices.QK-A021 will display as -
“/dev/tty.usbmodemXYZ” where XYZis a number. Nothing further needs to be done if it is listed.

No driver is required for Linux. When plugged into the computer, QK-A021 will show up as a
USB CDCdevice on /dev/ttyACMO.

1.4. The USB connection status can always be checked after the driver been successfully installed.
Take Windows system as an example, the COM interface number and status can be checked
on Device Manager.

File Action View Help
s =B BHE|E Ess
4=y PC-20151018EJCK -
o {8 Computer i
b o Disk drives
. B Display adapters
& 4 DVD/CD-ROM drives
> % Human Interface Devices
b g IDE ATAJATAPI controllers
» 5 Imaging devices
|2 Keyboards
, }3 Mice and other pointing devices
> Ml Monitors
4.F Metwork adapters | - e
s cF 802110 USB Wireless LAN Card £ QK A021 Isin COM5
2H Broadcom NetXtreme 5T Gigabit Controller
v} Microsoft Virtual WiFi Miniport Adapter
&l Portable Devices
B KINGSTON
T3 Ports (COM & LPT)
¥ STMicroelectronics Virtual COM Port (COM!
3 Processors
% Sound, video and game controllers
b 18 System devices

-@ Universal Serial Bus controllers

1.5.Run a terminal monitor application like Putty, HyperTerminal or any other similar tool to check
the connection status. Ensure that the COM port is set at 38400bps, 8, N and 1).

http://www.quark-elec.com 3of5 2015
V1.0



X
QUARKELEC

Quark-elec application note

@ 5[ coms Properties 7l 0=
o g | Pt Setngs |
Bits per second: |384i}|} v|
Data bits: |E. v|
Parity: | None v|
Stop bits: |1 v|
Flow contral: |Hardware v|
| Restore Defaults |
oK |[ Cancel |[ ppty |

If all the above is set up correctly, users will see the following information:

*OIYDM, 1,1, ,A,B6:fnnE00: 1hUhSCCUPBOONB21MK ,8=2D -+
tAIVDM, 1.1, A H6:cd@U61G3Cifho00PBBBGRNEEH, 0=10
*AIVOM, 1.1, .A,36: tnh5000878UB==TLHF ' Tf0DhJ, @=49
tAIVDM,1,1,.A,16;26d5000 " 7HcO=;qc? bFPBSah, 0=17
*AIVDM, 1.1, A, 369D6al0008 7Har=; quu=Dh>0000 , 8=7F
tAIVDM. 1.1, .A,168u:vEPOB " 74 jP=>BoMiwyB0BSE, =75
*AIVDM, 1,1, ,R,403s131uv: ck: §7B5@==0A1i00D9u, 070
'AIVDM,1,1,,A,16:V40PP1L86gnb=>FnrlgujB@IL , 0=33
tATYDM, 1,1, .A,168upKBPOB " 7BEH==hS<=wurB<5e, 0=3A
'AIVDM,1,1, A, 168uRKPPB1871<2==<mYrgwbBHED , 0=6E
*AIVDM, 1,1, .0,B6: fnn@06: 1hUhSCCUPBBONG21MK , 8=2D
*AIYDM, 1,1, A, H6:cd@U616G3C1fhoB0PBB06RASE0, 0=10
*AIVDM. 1.1, .A.36: tnhoBB0B87BUB==TLHF ' TfODhJ, =49
*AIVDM,1.1,.A,16;26d5000 ' 7HcO=;qc?’ bFPBSah,0=17
tAIVDM,1.1, .A,369D6aU0008 7Har=; quu=Dh>0000, 0=7F
'AIVDM, 1,1, A, 168u:v@PBO " 74 jP=>BoMlwuBOBSE, B=75
'AIVDM.1.1, Q. 403s131uy:ck:87Bo@==0Ai000u,0=70
*AIVDM,1.1, A,16:V4O0PP1L86gnb=>FnrIgvji0@IL ,0=33
'AIVDOM, 1,1, A, 168upKBPBB " /BEH==hS<=wvr-0<5e,0=3A
tATVDM, 1.1, A, 168uRKPPO1871<2==<mY¥rgwbBHED , A=6E
*AIVDM, 1,1, ,A,B6: fnnE06: 1hUhSCCUPBOONG21MK , 8=2D
!HIVDH,%,%,,E,H6:cd@U6lGSCifh@@@@@@@6@988@,@*1@

TATVDM,

.36 : tnh500087@UB==TLWF ' TfODhJ, B=49

The red LED light turns on once QK-A021 powered up, and the yellow/green LED flashes to indicate
valid AIS messages received.

1.6.Run any AIS NMEA-183 compatible chart software (such as OpenCPN or SeaClear) and then
start to view the displayed AIS information.

2 UsING QK-A021 wiTH OPENCPN

OpenCPN is free software that can be used to view concise chart plotter and navigation information. It
is available for use on both PCs and the MAC OSX system. The following is a sample setting for the
OpenCPN plotter. COM2 was set as the QK-A021 input and COM1 is used for a standard serial port
GPS input.
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Options
B O & & W &
Display Charts Ships User Plugins
Interface
General e

["] Filter NMEA Course and Speed data  Filter period (sec) 1

[C] Show NMEA Debug Window
[7] Farmat uploads for Furuno GP3X

[ Use Garmin GRMN (Host) mode for uploads AIS input s in COM2

["1use magnetic bearings in output sentence ECAPB

Data Connections

mn

Enable Type Dat.. Priority Parameters Connection Filters
= Serial comz 2 38400 Input In: None, Out: None
o Serial COM1 1 9600 Input In: None, Out: None

GPS input is in COM1

Add Connection ‘ [ Remove Connection

Properties

@ serial ) Network

DataPort comz - Baudrate [3g4pp -
Protocol |ymes 0183 Priority

Control checksum [T Use Garmin (GRMN) mode for input -

o] (o ] [ ]

For more technical information and other enquiries, please go to the Quark-elec forum at:

http://quark-elec.com/forum/

For sales and purchasing information, please email us: info@quark-elec.com
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Quark Electronics (UK)
Suite 4, Intech House
34-35 Wilbury Way
Hitchin, Herts.
SG4 0TW
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